LNS

IEPE Miniature Uniaxial Accelerometer

DETAILS

The BXXBM6 series consists of miniature |IEPE acceler-
ometers incorporating a built-in miniature impedance
converter that conditions the piezoelectric charge
signal to a low-impedance voltage output. These
sensors exhibit excellent long-term output stability and
repeatability. The laser-welded titanium alloy housing

is compact and lightweight.

Fig_1 Picture of BXXBM&

Fig_4 Typical Temperature Response
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FEATURES

-Highly integrated miniature ASIC
-Compact miniature housing — minimal mass load-

ing on test structures

TYPICAL APPLICATIONS

-PCB vibration testing
-ESS
-Vibration measurements in confined spaces

Fig_3 Dimensions of BXXBM6
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Fig_5 Typical Freguency Response
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LNS

Specifications-BXXBM6

Additional Information

MODEL NUMBER

UNIT

B02BMé6

B0O3BMb BO5BMé6

B06BMé6

mv/g 10(+10%) 20 50 100

Sensitivity !

mv/(m/s?) 1 2 5 10
Measurement Range g 500 +250 £100 +50
Broadband Resolution 2 g rms 0.001 0.0005 0.0002 0.0001
Non-Linearity 3 % 1
Frequency | 5% " 110k 1-10k QP 110k
Range +10% 0.5-11k 0.5-11k 0.5-14k 0.5-12k
Resonance Frequency ? Hz =55k =38k 240k =38k
Discharge Time Constant 2 s <1
Transverse Sensitivity % <5

Excitation Voltage VDC 20-30
Constant Current Excitation mA 2-20
QOutput Impedance 0 <100
Qutput Bias Voltage \ 8-12
Electrical Isolation Q -
10Hz 150 75 30 15
Spectral Noise 2 100Hz pg/VHz 40 20 8 4
1000Hz 20 10 4 2

Sinusoidal Vibration Limit g rms 2000 1200 800 400
Shock Limit 4 g pk 5000 3000 2000 1000
°C -50~120
Temperature Range
°oF -58-248

Temperature Response 2

See typical curve

Sealing

Laser welding IP68

Sensing Element

Piezoelectric ceramics

Housing Material - Titanium Alloy

mm 13.6°6.6%77 144%6.6*8.5
Size

in 0.54*0.2670.30 0.5770.26%0.33
Electrical Connector - M5 Side (Opt.10-32)
Mounting Thread - Adhesive

) g 2 2 21 27

Weight ?

oz 0.070 0.070 0.074 0.095
Mounting Torgue - -
Eecommended Cable - K14AB0O2/KOTABO2

coessories Mounting Base - HO3C07

TEDS Model Number = - 20216B 203168 20516B 20616B

Note:

1. @ 160Hz, 24VDC, 4mA conditions
2. Typical values

3. JBT 6822-2018 712.1 Vibration
Testing Method

4. References the mechanical
structure of the sensor not being
damaged in a non powered state,
rather than in a working state

5. Some products may have

changes in size after adding TEDS

BXXBMé6

Supplied Accessories:

* Product Verification Report

OPTIONALVERSIONS

-A: 10-32 Qutput Connector

COMPLIANCE WITH STANDARDS
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LNS

TEDS Specifications-2XX16B Additional Information

MODEL NUMBER | UNIT 202168 20316B 205168 206168 Note:
1. @ 160Hz, 24VDC, 4mA conditions

2. Typical values

mvV/g 10(+10%) 20 50 100
Sensitivity
mV/Hm/s?) 1 2 5 10
Measurement Range g +500 +250 +100 +50

°C -40~85

Temperature Range
°F -40-185

mm 7777782 8.5'8.5"8.2
Size
in 0.303*0.303%0.323 0.335*0.335°0.323
g 28 28 28 31 COMPLIANCE WITH STANDARDS
Weight ?
oz 0.099 0.099 0.099 0109

Fig_6 Dimensions of 2XX16B
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